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SCT71403A05Q Series

Rev.1.2

3V-40V Vin, 300mA, Ultra-Low Quiescent Current LDO

FEATURES

Qualified for Automotive Applications
AEC-Q100 Qualified with the Following Results:
- Device Temperature Grade 1: -40°C to 125°C
Wide Input Range: 3V-40V
With up to 45V Transient Input Voltage
Maximum Output Current: 300mA
Output Voltage: 0.65V~25V
Output Voltage Accuracy:
T:=25 £ 1%
Ti=-40 ~125 :+ 2%
Ultra-Low Quiescent Current: 2.5pA
Low Dropout Voltage
189mV at 150mA load current.
Support Output Capacitors Range:
3.3uF~220uF
Low-ESR: 0.001Q~5 Q
1ms Internal Soft-start Time
Current Limit Protection with VIN_HIGH Control

Precision Enable Threshold for Programmable
Input Voltage Under-Voltage Lock Out Protection
(UVLO) Threshold and Hysteresis

Over-Temperature Protection
Available Package: EMSOP-8L

APPLICATIONS

=C1

Automotive Head Units
Headlights

Body Control Modules
Inverter and Motor Controls

DESCRIPTION

The SCT71403A05Q series products is a low-dropout
linear regulator designed to operate with a wide input
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REVISION HISTORY

NOTE: Page numbers for previous revisions may differ from page numbers in the current version.

Revision 1.0: Release to production.

Revision 1.1: Updated the POD with tolerances and the curve of thermal characteristics.
Revision 1.2: Updated the Operating junction temperature in recommend operating conditions table and the

figure25-26.

DEVICE ORDER INFORMATION

Orderable Device O Package Pack?ge PINS MSL UEL TR0 !VIedla,
Voltage Marking Quantity
SCT71403A05QMTER Adjustable EMSOP-8L 3A05Q 8 2 Tape & Reel, 4000
PIN CONFIGURATION
VINCTH: —om s TJvouT
|
EN[I]> :Thermal' 7FB
| PAD
NCCTY3 1 9 6 [ TINC
|
onor]s =~~~ sfane
SCT71403A05QMTER
EMSOP-8L Package
PIN FUNCTIONS
PIN FUNCTION
Al EMSOP-8L
VOUT 8 Regulated output voltage pin.
NC 3,5,6 No connection.
GND 4 Ground reference pin.
VIN 1 Input voltage pin.
EN 2 Enable input pin.
FB 7 Feedback Input for Output Adjustable Version.
Thermal Pad 9 Connect the thermal pad to a large area GND plane for improved thermal
performance.
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RECOMMENDED OPERATING CONDITIONS

Over operating free-air temperature range unless otherwise noted

PARAMETER DEFINITION MIN MAX UNIT
ViN Input voltage range 3 40 \%
Vour Adjustable Output Version 0.65 25 V
VEN Enable input voltage 0 ViN \%
CiN Input capacitor 2.2 -- uF
Cour Output capacitor 3.3 220 uF
ESR Output capacitor ESR requirements 0.001 5 Q
Ta Operating ambient temperature -40 125 °C
T; Operating junction temperature -40 150 °C

ABSOLUTE MAXIMUM RATINGS

Over operating free-air temperature range unless otherwise noted @
PARAMETER DEFINITION MIN MAX UNIT
ViN Maximum input voltage range -0.3 45 \Y
Vour Maximum output voltage range -0.3 25 \%
VEN Maximum enable input voltage -0.3 VIN \%
Ves Maximum feedback pin voltage
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THERMAL INFORMATION

The value of Resaand Resc given in this table is only valid for comparison with other packages and cannot be used for design
purposes. Because they were simulated in accordance with JESD 51-7. They do not represent the performance obtained in an
actual application. For design information see Power Dissipation and Thermal Performance section.

The value of R sa_evm is the tested results based on our EVM and is more useful for thermal design. Even if it still do not
represent the thermal performance of customer’'s PCB design, but it was a good starting point for thermal performance design.

The PCB information of our EVM: 4-layer, both the inner and outer layers are 10z Cu, 50mm x 30mm size.

The values given in this table are not a characteristic of package itself, but of many other system level characteristics such as
the design and layout of the printed circuit board (PCB), thermal pad size, and external environmental factors. The PCB board
is a heat sink that is soldered to the leads and thermal pad of the device. Changing the design or configuration of the PCB

board changes the efficiency of the heat sink and therefore the actual values of the below table.

PARAMETER (4-layer) THERMAL METRIC EMSOP-8L UNIT
Reia Junction to ambient thermal resistance 59.94
Yot Junction-to-top characterization parameter 6.81
Yis Junction-to-board characterization parameter 15.65 °C/W
Reictop Junction to case thermal resistance 36.08
R sa_EVM junction to ambient thermal resistance 43.65

(1) Resais junction to ambient thermal resistance, based on JESD51-7.

(2) Reyc is junction to case thermal resistance, based on JESD51-7.

(3) R aevmis junction to ambient thermal resistance, which is tested on SCT EVM.
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ELECTRICAL CHARACTERISTICS

Vin=Vout+1V, Coutr=10uF, Ts= -40°C~125°C, typical value is tested under 25°C.

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX | UNIT
Power Supply
ViN Operating input voltage 3 40 \%
Vin UVLO Threshold VN rising 2.54 2.7 \%
VuvLo .
Hysteresis 60 mV
EN=0, Vour=3.3V, Vin=4.3V, T)=
25°C 0.29 0.6 MA
EN=0, Vout=3.3V, Vin=4.3V, Ty= - 1 A
| 40°C~125°C H
IsHDN Shutdown current from VIN pin
EN=0, Vout=3.3V/5V, Vin=12V, Tj=
25°C 0.7 11 MA
EN=0, Vour=3.3V/5V, Vin=12V, Ti= -
40°C~125°C 1.85 WA
EN float, no load, Vin=Vout+1V not
. 2. . A
include Ire , To= 25°C > 36 H
EN float, no load, Vin=Vout+1V not 49 UA
lo Quiescent current from GND include Irs , Ty=-40°C~125°C '
pin EN float, no load, Vin=12V
not include lIrs , Ts= 25°C 32 48 KA
EN float, no load, Vin=12V
. e o 5.5 MA
notinclude lrs , T3=-40°C~125°C
Regulated Output Voltage and Current
. . Vin=Vout+1V to 40V,
Line regulation lout=1mA OUT=3.3V 1 10 mV
Vour
Load regulation lout=1mA to 300mA Vour=3.3V 10 20 mV
T,=25°C 0.6435 0.65 0.6565 \Y,
VREF Reference voltage of FB
Ti=-40°C~125°C 0.637 0.65 0.663 \%
Vin=Vout-0.1V ,lout =100mA 117 mV
Vbrop Dropout voltage®
Vin=Vout-0.1V ,lout =150mA 189 mV
lout Output current Vour in regulation 0 300 mA
Isc_vinLow Short current limit Vout=0V, VIN<30V, Tj= 25°C 340 400 510 mA
Isc_vinvicH | Short current limit Vout=0V, VIN>30V 150 240 330 mA
lout=10mA, f=1kHz, Cout=10uF 59 dB
PSRR Power supply rejection ratio® lout=10mA, f=10kHz, Cour=10uF 36 dB
lout=10mA, f=100kHz, Cout=10uF 43 dB
Enable and Soft-startup
VEN_H Enable high threshold 15 1.7 \Y,
VEN_L Enable low threshold 1.1 1.26 \%
VEN_Hys Enable threshold hysteresis 240 mV
For more information www.silicontent.com © 2025 Silicon Content Technology Co., Ltd. All Rights Reserved 5
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SYMBOL ‘ PARAMETER TEST CONDITION MIN TYP MAX | UNIT
len_ov Enable pin pull-up current EN=0V 0.
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TYPICAL CHARACTERISTICS
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Figure 1. Quiescent Current vs Output Current Figure 2. Quiescent Current vs Input Voltage, No load
45 900
4 800
T=-40°C
35 700
< T=25°C
£ 3 600
= 2 T=125°C
£ 25 £ 500
= 5
5 2 § 400
S 15
8 300

=
N
o
o

05 100
0 0
40 25 -10 5 20 35 50 65 80 95 110 125 0 50 100 150 200 250 300
Temperature/ lload/mA
Figure 3. Quiescent Current vs Ambient Temperature Figure 4. Dropout Voltage vs Output Current
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Figure 5. Output Voltage vs Ambient Temperature at Figure 6. Output Voltage vs Input Voltage
VOUT=5V
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TYPICAL CHARACTERISTICS (continued)
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Figure 7. Output Voltage vs Output Current
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Figure 9. Output Current Limit vs Ambient Temperature at
VIN<30V
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Figure 8. Shutdown Current vs Ambient Temperature
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Figure 10. Output Current Limit vs Ambient Temperature at
VIN=30V
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TYPICAL CHARACTERISTICS (continued)

Figure 11. PSRR vs Frequency
VIN=12V, VOUT=5V, Cf=10pF, IOUT=10mA

Figure 12. PSRR vs Frequency
VIN=12V, VOUT=5V, Cf=10pF, COUT=10uF
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FUNCTIONAL BLOCK DIAGRAM
VIN

VIN Thermal Shutdown |

& cu”ﬁnt Lilﬂ“' el eI T

Figure 13. Functional Block Diagram
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The output voltage is not regulated when the device is in current limit. When a current limit event occurs, the
regulator begins to heat up because of the increase in power dissipation. If thermal shutdown is triggered, the device
turns off. After the device cools down, the internal thermal shutdown circuit turns the device back on. If the output
current fault condition persists, the device cycles between current limit and thermal shutdown.

With the over current VIN_HIGH Control feature, the SCT71403A05Q series products would be more robust and
safer when over current faults and shorting events occur. But it also requires the maximum loading current should
be smaller than Isc during startup. The characteristic is shown in the following figure.

lout A

Isc_vinow

IS VINHIGH}— — —— = — — — —

OmA

I
I
i » VIN
ov 30V 40V

Figure 15. Current Limit with Foldback Feature

Internal Soft-Start

The SCT71403A05Q series products integrates an internal soft-start circuit that ramps the reference voltage from
zero volts to 0.65V reference voltage in 1ms. If the EN pin is pulled below 1.26V, LDO will be shut off and the internal
soft-start resets. The soft-start also resets during shutdown due to thermal overloading.

Below figure shows the startup waveform at small output capacitor and large output capacitor. When output
capacitor is small, for example 10uF, the slope of VOUT is limit by soft-start. When output capacitor is large, for
example 100uF, the slope of VOUT is limited by current limit (Isc_vinow) at VIN<30V, and the slope of VOUT is
limited by current limit (Isc_vinnign), when VIN> 30V.

In SCT71403A05Q series products, typical Tss is 1ms, and typical Isc vinow is 400mA and typical Isc vinHiGH iS
240mA, could use the following formula for initial startup time calculation.

3

Figure 16. Soft-start Waveform vs Output Capacitor

Thermal Shutdown

This device incorporates a thermal shutdown (Tsp) circuit as a protection from overheating. For continuous normal
operation, the junction temperature should not exceed the Tsp trip point. The junction temperature exceeding the
Tsp trip point causes the output to turn off. When the junction temperature falls below the Tsp trip point minus thermal
shutdown hysteresis, the output turns on again.
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APPLICATION INFORMATION

Typical application 1:

VIN _ vourt

VIN VOUT|
r— —
-l R1
== EN |

| FB
C1 | SCT71403A05Q | R2

—AM—AN—
It
i
Y]

Figure 17. SCT71403A05Q Typical Application Schematic

Design Parameters

Design Parameters

Example Value

Input Voltage

12V Normal, 3V~40V

Output Voltage

5V Normal,0.65V~25V

Maximum Output Current

300mA

Output Capacitor Range (C2)

3.3uF~220uF , recommends 10uF

Input Capacitor Range (Cy)

>2.2uF , recommends 10uF

Typical application 2:

Bypass Diode

Reverse Polarity Diode

N

o
VIN

VOUT

SCT71403A05Q p—

GND =

Figure 18. SCT71403A05Q Typical Application Schematic with Reverse Polarity Diode

Design Parameters

Design Parameters

Example Value

Input Voltage

12V Normal, 3V~40V

| r For more information www.silicontent.com © 2025 Silicon Content Technology Co., Ltd. All Rights Reserved
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Output Voltage

5V Normal, 0.65V~25V

Maximum Output Current

300mA

Output Capacitor Range (Cour)

3.3uF~220uF , recommends 10uF

Input Capacitor Range (Cin)

>2.2uF , recommends 10uF

In some applications, the VIN and the VOUT potential might be reversed, possibly resulting in circuit internal
damage or damage to the elements. For example, the accumulated charge in the output pin capacitor flowing

backward from the VOUT to the VIN when

the VIN shorts to the GND. In order to minimize the damage in such

case, use a capacitor with a capacitance less than 220uF. Also by inserting a reverse polarity diode in series to the
VIN, it can prevent reverse current from reverse battery connection or the case, when the point A is short-circuited
GND. If there may be any possible case point B is short-circuited to GND, we also recommend using a bypass

diode between the VIN and the VOUT.

Typical application 3:

VIN
Em

o

VIN VOUT e
ESR
SCT71403A05Q i

Court ==Cour
GND —|_—.

Figure 19. SCT71403A05Q Typical Application Schematic with Large Output Capacitor

Design Parameters

Design Parameters

Example Value

Input Voltage

12V Normal, 3V~40V

Output Voltage

5V Normal, 0.65V~25V

Maximum Output Current

300mA

Output Capacitor Range (Cout: and ESR) 3.3uF~220uF with ESR=0.5Q~5Q

Output Capacitor Range (Courtz)

recommends 10uF with low ESR

Input Capacitor Range (Cin)

>2.2uF , recommends 10uF

14 For more information www.silicontent.com
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Output Voltage

For adjustable output version the output voltage is set by an external resistor divider R1 and R2 in typical
application schematic. Recommended R2 resistance is 100KQ. Use equation 4 to calculate R1.

— 4)
where:
* Vrer is the feedback reference voltage, typical 0.65V
Table 1: Compensation Values for Typical Output Voltage/Capacitor Combinations
Vout/V COUT/uF Cf R1/KQ R2/KQ COUT1/uF ESR/Q
(optional)
1.8 10 33pF 178 100 220 1

2.5 10 33pF
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220uF
100uF
82uF
72uF

Stable
but with Poor

Figure 20. SCT71403A05Q Stability VS Output Capacitor

CE/pF
220pF
1E0pF

100gF

1oF 2. 2uF 3. 3uF 4. VoF 6 8uf 10uF  16uF  EEaF x| 47u B fifin TEu 820 100w 150u 220w COUT/uF

Figure 21. SCT71403A05Q Feed Forward Capacitors recommend(R2=100kQ,VOUT=3.3V)

CE/pF

1uF 2. 2uF 3.3ufF 4. TuF 6. 8uF 10uF 15uF  22uF 33u 47u S6u GEu TEu SZu 100u 150w 220u  COUT/uF

Figure 22. SCT71403A05Q Feed Forward Capacitors recommend(R2=1kQ,VOUT=18V)
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Power Dissipation and Thermal Performance

Power dissipation caused by voltage drop across the LDO and by the output current flowing through the device
needs to be dissipated out from the chip. The maximum junction temperature is dependent on power dissipation,
package, the PCB layout, number of used Cu layers, Cu layer thickness and the ambient temperature.

During normal operation, LDO junction temperature should not exceed 150°C, or else it may result in deterioration
of the properties of the chip. Using below equations to calculate the power dissipation and estimate the junction
temperature.

The power dissipation can be calculated using Equation 5. Because lenp « lour, the term Vin X leno in Equation 5 could
be ignored.

(5)

The junction temperature can be estimated using Equation 6. Resa_evm is the junction-to-ambient thermal resistance
based on customer’s PCB. Verify the application and allow sufficient margins in the thermal design by the following
method is used to calculate the junction temperature T..

(6)

Reia_evmis a critical parameter and depends on many factors such as the following:
« Power dissipation

* Air temperature/flow

* PCB area

» Copper heat-sink area

* Number of thermal vias under the package

» Adjacent component placement

For the SCT71403A05Q series products, the maximum allowable power dissipation of different packages was
listed in the following table, and the test results are based on our EVM board, larger power dissipation will trigger
thermal shutdown protection. As a result, we could calculate the R ;a_evwm of different packages. The following
table is just for your reference based on our EVM test, please leave enough margin when you design thermal
performance.

The PCB information of our EVM: 4-layer, both the inner and outer layers are 10z Cu, 50mm x 30mm size.

Thermal Performance of Different Packages Based on EVM Test

Max Allowable PD (W) Max Allowable PD (W) o
FEEEED (Not Trigger TSD,VOUT=5V) (TJ$150C) R sa_ewm (*CIW)
EMSOP-8L 3.436 2.864 43.65
- For more information www.silicontent.com © 2025 Silicon Content Technology Co., Ltd. All Rights Reserved 17
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THERMAL CHARACTERISTICS
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Figure 23. Maximum Output Current vs Input Voltage,
VOUT=5V of EMSOP-8L, T;<TSD_R
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Figure 25. Maximum Allowed Power Dissipation vs Ambient

Temperature, EMSOP-8L,TJ < 150
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Figure 24. Maximum Output Current vs Input Voltage,
VOUT=3.3V of EMSOP-8L , T;<TSD_R
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Figure 26. Maximum Output Current vs Input Voltage,
EMSOP-8L,TJ < 150
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Application Waveforms

Vin=Vout +1V, unless otherwise noted

Tek I &5 _ _ - o1 — - - _ _ ] Tek =1+ ; 1 l
I i
1 1 [
d .
i D T P
BpVout . " . . »
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@10 B '
Tov w 2.00ms SUUM}I/;}“)‘ o X ] (&R v & BB v & Yinome T LR T
50.0mA By 10M g 3.004 .OmA By 30.00% L 0t

Figure 27. Power up (lload=10mA) Figure 28. Power down (lload=10mA)
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R X ] @ 200 & ][ZUUms 50,0 100MPR/F @ X 200V & 200V & ][woms
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Figure 29. Slow Power up (lload=10mA) Figure 30. Slow Power down (lload=10mA)
Tek Z 1k I | i Tek Z 1k I |
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6 1 oo «
{ . 1‘ E){ID . . . . : B0 - . . . . . . i
| _ 1 | | l
s VRIEE s BN
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Figure 31. DC-DC Load Transient Figure 32. DC-DC Load Transient
(30mA-270mA),VOUT=5V (80mMA-220mA),Vout=5V
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Application Waveforms(Continued)

Vin=Vout +1V, unless otherwise noted
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Figure 33. Enable (lload=10mA) Figure 34. Disable (lload=10mA)
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Figure 35. Enter Over Current Protection (lload=1A) Figure 36. Exit Over Current Protection (lload=1A)
Tek il : I = _ Tek (21 : I =
— —_
3l 3l
B {Vout N 8 : g B [Vout
B .- . X . | . . T X . X i . ) _ ]
o, : 20mh . < o 200mA G ][m'OmS }3&%@ ot ]
Figure 37. Enter Over Temperature Protection(Vin=24V) Figure 38. Exit Over Temperature Protection(Vin=24V)
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Layout Guideline

Proper PCB layout is a critical for SCT71403A05Q’s stability, transient performance and good regulation
characteristics. For better results, follow these guidelines as below:

1. Both input capacitors and output capacitors must be placed as close to the device pins as possible.

2. ltis recommended to bypass the input pin to ground with a 0.1uF bypass capacitor. The loop area formed by
the bypass capacitor connection, Vin pin and the GND pin of the system must be as small as possible.

3. Itis recommended to use wide trace lengths or thick copper weight to minimize IxR drop and heat dissipation.

4. To improve the thermal performance of the device, and maximize the current output at high ambient temperature,

SCT recommends spreading the copper under the thermal pad as far as possible and placing enough thermal
vias on the copper under the thermal pad.

5. If using large electrolytic capacitor with high ESR resistor, SCT recommends adding a 10uF low ESR capacitor
parallel connection with the large electrolytic capacitor.

Figure 39. PCB Layout Example

SCT71403A05QMTER
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PACKAGE INFORMATION
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RECOMMENDED LAND PATTERN
EMSOP-8L Package Outline Dimensions

NOTE:

Drawing proposed to be made a JEDEC package outline MO-220 variation.

Drawing not to scale.

All linear dimensions are in millimeters.

Thermal pad shall be soldered on the board.

Dimensions of exposed pad on bottom of package do not include mold flash.

Contact PCB board fabrication for minimum solder mask web tolerances between the pins.
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TAPE AND REEL INFORMATION
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NOTICE: The information in this document is subject to change without notice. Users should warrant and guarantee the third
party Intellectual Property rights are not infringed upon when integrating Silicon Content Technology (SCT) products into any
application. SCT will not assume any legal responsibility for any said applications.
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